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NK366M**Y

.66 LB/50 PCS
[300 g/50 PCS]

PANDUIT
PART NO.

NOTES:
1. SEE CURRENT NETKEY CATALOG FOR ADDITIONAL
   PART NUMBER SUFFIXES TO INDICATE
   COLOR AND OR PACKAGE QUANTITY.   
2. MATERIAL:
   MODULE HOUSING: ABS
   NOMINAL WALL THICKNESS: .078(2.0)
   TERMINATION CAP: POLYCARBONATE.
3. ALL 8 POSITION, 8 WIRE CONNECTOR
   MODULES WILL ACCEPT TWO, THREE OR 
   FOUR PAIR MODULAR PLUGS WITHOUT DAMAGE.
4. DIMENSIONS IN BRACKETS ARE IN METRIC.

    

ACTUAL SIZE

DESCRIPTION

.635

16.1

CATEGORY 3 KEYSTONE MODULE:  8 POSITION, 8 WIRE WITH TERMINATION CAP
COLOR CODED FOR T568A AND T568B WIRING SCHEMES.

.874

22.2

WEIGHT

TERMINATION CAP

CATEGORY 3 KEYSTONE MODULE:  6 POSITION, 6 WIRE

CATEGORY 3 KEYSTONE MODULE:  6 POSITION, 6 WIRE WITH TERMINATION CAP 
COLOR COLOR CODED FOR USOC WIRING SCHEME.

NK388M**Y

MODULE HOUSING

1.37

34.8

PANEL OPENING REQUIREMENTS
PANEL THICKNESS: .048"-.058"
                 (1.22mm-1.47mm)  

.58 - .59

14.73 - 14.99

.76 - .77

19.30 - 19.56

THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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NK366UM**Y

TITLE

NETKEY CATEGORY 3 KEYSTONE STYLE MODULE
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