
ORDERING INFORMATION 

DESCRIPTION
The CT004 is intended for use with temperature controllers for monitoring 

heater current. The CT004 is suitable for general purpose AC current 
monitoring applications up to 40 Amps.

SPECIFICATIONS
1. CURRENT RATIO: 40:0.1A
2. MAX HEATER CURRENT: 50 A.
3. DIELECTRIC STRENGTH: 1000 VAC ( For 1 minute)
4. VIBRATION RESISTANCE: 50 Hz (Approx. 10 G)
5. TERMINALS: Solder type
6. WINDOW DIAMETER: 0.228" (5.8 mm).
7. WEIGHT:  0.406 oz (11.5 g).

Notes: Refer to the instruction manual of the temperature controller for 
connection information and max. heater current allowable by the temperature 
controller.

MODEL CT004 - CURRENT TRANSFORMER

1.57 (40)
1.18 (30)

0.39 (10)

2X Ø0.14

0.59

0.029 (0.5)

0.83

0.41 (10.5)

0.12 (3)

0.98 (25)

0.29 (7.5)

0.11 (2.8)

Ø0.23 (5.8)

(15)

(21)

(3.5)

CT004001
RATIO 40:0.1A

RED LION
CONTROLS

M
2015A

DIMENSIONS  In inches (mm)

CONTROLS
RED LION

M
2015ARATIO 40:0.1A

CT004001

MODEL NO. CURRENT RATIO PART NUMBER

CT004 40 : 0.1 A CT004001

Bulletin No.  CT004-C

Drawing No.  LP0375

Released  12/12

Tel +1 (717) 767-6511

Fax +1 (717) 764-0839

www.redlion.net

Do not dispose of unit in trash - Recycle

Red Lion Controls
Headquarters
20 Willow Springs Circle
York PA 17406
Tel +1 (717) 767-6511
Fax +1 (717) 764-0839

Red Lion Controls
China

Unit 101, XinAn Plaza
Building 13, No.99 Tianzhou Road

ShangHai, P.R. China 200223
Tel +86 21 6113-3688
Fax +86 21 6113-3683

Red Lion Controls
Europe

Softwareweg 9
NL - 3821 BN Amersfoort
Tel +31 (0) 334 723 225
Fax +31 (0) 334 893 793

Red Lion Controls
India

201-B, 2nd Floor, Park Centra
Opp 32 Mile Stone, Sector-30

Gurgaon-122002 Haryana, India
Tel +91 984 487 0503


