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RECOMMENDED MOUNTING PARAMETERS

CONECTOR TREE HOLE ANTI-ROTATION HOLE THREAD DEPTH
POSTTION (THREADED) (THREADED OR UNTHREADED) (MINIMUM)

/ M& Mo (5. 0mm) Arm

3 M8 M6 (5. 0mm) omm

4 M8 M6 (5. 0mm) omm

0 M& Mo (5. 0mm) omm

3 M& Mo (5. 0mm) mm

| 7 M8 Mo (5. 0Omm) 3mm

SHEET METAL MOUNTING:
FROM TABLE ABOVE .
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Zﬁl MATERTAL: NYLON 6/6, COLOR: BLACK
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MOUNTING PARAMETERS:

AS SHOWN .
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ON LEFT SIDE.

Zﬁl AREA TO BE FROSTED APPROXIMATELY WHERE SHOWN.
Zﬁl CAVITY 1D, TO BE CLEAR AND LEDGIBLE. LOCATED APPROX. AS SHOWN.
Zﬁl MATERTAL 1D >PA66<, TO BE CLEAR AND LEDGIBLE. LOCATED APPROX.

Stt RECOMMENDED MOUNTING TABLE

Zﬁl ANTT-ROTATIONAL POST DIMENSTONS ONLY APPLY TO [924487-2.
Zﬁl DIMENSTON APPLITES ACROSS THE ENTIRE DRAFTED SLOT LENGTH.
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0 PLC +-
I PLC +0.5

2 PLC +0.3
3 PLC +-

4 PLC +-
ANGLES

TOLERANCES UNLESS
OTHERWISE SPECIFIED
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