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Who are we?

What can we do for you?

Product Design Support/
Custom Prototypes ...

Inventory Management &
Control ...

Offshore Manufacturing

Reliability & Dependability

The ASSMANN Advantage ...

ASSMANN Electronics is a worldwide manufacturer of cable
assemblies, connectors and heatsinks with over 30 years
experience in quality manufacturing. Our head office is in
Luedenscheid, Germany, and we have sales offices in Europe,
Asia, and the United States.

We at ASSMANN pride ourselves on quality products, competitive
pricing and on-time delivery. Through our distribution partners
and a technically trained sales staff, we can assist you in all
aspects of product design and production. ASSMANN is a UL
certified manufacturer for cable assemblies and can provide
FCC approved products.

Apart from our full line of standard cable assemblies, ASSMANN
offers custom cable assemblies for new or current projects. We
can provide drawings for custom prototypes within 3 days and
samples in less than 10 days.

ASSMANN will stock additional inventory to meet your needs
and support production cycles.

We control the quality at our manufacturing facilities in Europe
and Far East. All products are subject to continual quality control;
ASSMANN Electronics is ISO 9002 certified and only works with
certified contract manufacturers. Allow our volume purchasing of
materials to pass on savings to you - the customer!

ASSMANN Electronics has been focused on connectivity
products for over 30 years. We continue to grow and have
become one of the largest companies of our type in Europe.

Depending on the complexity of your requirements and time
constraints, ASSMANN sales representatives can provide a
comprehensive quotation via e-mail or fax. Simply provide us
with your specifications, drawings, or a sample and we will
take care of the rest. Should you require additional design
assistance we will be happy to help you.

Call us toll free 1-877-ASSMANN (277-6266)
or e-mail us at sales@usa-assmann.com
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USBH1A1 Cables

High Quality USB Connection Cable
USB A, male <> USB B, male

2 x AWG 24, 2 x AWG 28, double cable shielding.
Cable transparent.

Molded hoods, metallic shielding.

USB 2.0 compatible.
£ Sty
= g
AK 672-1HQC 1,0m
AK 672HQC 20m
AK 672-5HQC 50m
USB Cable, Ato B
USB A, male <> USB B, male
Double shielded.
Cable UL2725, 2 x AWG24, 2 x ANG28.
USB 2.0 compatible.
oty
&
AK 6721 1,0m
= AKe72 20m
AK 672-3 30m
AK 672-5 50m
USB Extension Cable
USB A, male <> USB A, female
Double shielded.
Cable UL2725, 2 x AWG24, 2 x ANG28.
USB 2.0 compatible.
£ Sty
&
AK 669-18 1,8 m
AK 669-30 30m
AK 669-50 50m

USB Cable, Transparent Design
USB A, male <> USB B, male
2 m long, double shielded.

Cable UL2725, 2 x AWG24, 2 x AWG28.

USB 2.0 compatible.

AK 672MB iMac Blue
AK 672MG iMac Purple
AK 672ML iMac Green
AK 672MS iMac Red

AK 672MT iMac Orange




USBRIAI Cu_bles

USB Cable, Bto B
USB B, male <> USB B, male
Double shielded.

Cable UL2725, 2 x AWG24, 2 x ANG28.

USB 2.0 compatible.

AK 6731 1,0m
AK 673 20m
AK 673-3 30m
AK 673-5 50m

USB Mini Cable

USB A, male <> USB B-Mini (4-pin), male
Double shielded.

Cable UL2725, 2 x AWG 24, 2 x AWG 28.

USB 1.1 and 2.0 compatible.

AK 670M-1 1,0m
AK 670M 20m
AK 670M-3 3,0m
AK 670M-5 50m

USB Mini Cable

USB A, male <> USB B-Mini (5-pin), male
Double shielded.

Cable UL2725, 2 x AWG 24, 2 x AWG 28.

USB 1.1 and 2.0 compatible.

AK 672M-1 1,0m
AK 672M-2 20m
AK 672M-3 30m
AK 672M-5 50m
USB Adapter

Various types, straight or angled version, molded.

E&{v
Blisrgy *
A-USB-1 USB AFemale <> USB B Female, straight
A-USB-2 USB AFemale <> USB B Male, straight
A-USB-3 USBAMale < USBB Female, straight
A-USB-4 USB A Female < USB A Female, angled

A-USB-6 USBBMale < USB B Male, angled




USBI2:0/Cables

USB Cable, Ato B
USB A, male <> USB B, male
Double shielded.

Cable UL2725, 2 x ANG24, 2 x ANG28.

USB 2.0 compatible. Cre AK 6721 1,0m
, AK 672 20m
sy /) AK 672-3 30m

AK 672-5 50m

USB Cable, Ato A

USB A, male <> USB A, male

Double shielded.
Cable UL2725, 2 x AWG24, 2 x ANG28.
< AK 6701 1,0m
USB 2.0 compatible. W) AK6T0 2,0m
‘Csteg /) AK 670-3 30m
AK 670-5 50m
USB Extension Cable
USB A, male <> USB A, female
Double shielded.
Cable UL2725, 2 x AWG24, 2 x ANG28.
USB 2.0 compaible. AK 669-18 18m
s/ AK 669-30 30m
AK 669-50 50m
USB Cable, Transparent Design
USB A, male <> USB B, male
2 m long, double shielded.
Cable UL2725, 2 x ANG24, 2 x ANG28. AK 672MB iMac blau
AK 672MG iMac lila
USB 2.0 compatible. AK 672ML iMac griin
AK 672MS iMac rot
AK 672MT iMac orange
USB Extension Cable iMac
USB A, male <> USBA, female
Double shielded.
Cable UL2725, 2 x AWG24, 2 x ANG28.
@ Similar USB 2.0 compatible.
appearance
PP AK 669-30MB iMac blau
USB Cable, Bto B
USB B, male <> USB B, male
Double shielded.
Cable UL2725, 2 x AWG24, 2 x AWG28.
AK 67341 1,0m
USB 2.0 compatible. AK 673 20m

AK 673-3 3,0m
AK 673-5 50m
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USBJIKINandrI0}GableslandlAdapiers

USB Mini Cable

USB A, male <> USB B-Mini (4-pin), male
Double shielded.

Cable UL2725, 2 x AWG 24, 2 x AWG 28.

AK 670M-1 1,0m USB 1.1 and 2.0 compatible.
AK 670M 20m
AK 670M-3 30m
AK 670M-5 50m

USB Mini Cable

USB A, male <> USB B-Mini (5-pin), male

Double shielded.
Cable UL2725, 2 x AWG 24, 2 x AWG 28.
AK 672M-1 1,0m
AK 672M-2 20m USB 1.1 and 2.0 compatible.
AK 672M-3 30m
AK 672M-5 50m
USB Mainboard Adapter on Slot Bracket
AK 674 = 2 x USB-A female <> 2 x 5-pin socket conn.,
2.54 mm
AK 674-2/4 = 2 x USB-Afemale <> 2 x 4 pin socket conn.,
2.54 mm
AK 674-8 = 2 x USB-A female <> 1 x 8-pin socket conn.,
2.54 mm
AK 674 0,25m AK 674-2/10 = 2 x USB-A female <> 1 x 8-pin socket conn
AR 6728 0,258 USB 2.0 t'§i54én T;| 4/5-wire, AWG 28
.U compatible. Cable -wire, . —
AK 674-8 0’25 m Double shielded, cable length 0.25m. \"‘-ﬁii ;
AK 674-2/10 0,25m
USB 2.0 Cable,Ato B
USB A, male <> USB B, male
Double shielded.
Cable UL2725, 2 x AWG24, 2 x AWG28.
AK 67212 20m USB 2.0 compatible and certified.
AK 672/2-3 3,0m
AK 672/2-5 50m
USB 2.0 Cable, Ato A
USB A, male <> USB A, male
Double shielded.
Cable UL2725, 2 x AWG24, 2 x AWG28.
AK 700/2 20m USB 2.0 compatible and certified.
AK 700/3 3,0m
AK 700/5 50m

USB Adapter
Various types, straight or angled version, molded.

A-USB-1 USB A Female <> USB B Female
A-USB-2 USB A Female < USB B Male
A-USB-3 USBAMale <> USBB Female
A-USB-4 USB A Female <> USB A Female
A-USB-6 USBB Male <> USB B Male




IEEE 1394 Cable

Cable for connection of IEEE 1394 compatible devices, e.g.
video cameras, external CD/DVD drives, etc.

The maximum data transfer rate is 400 Mbps.

1394, male <> 1394, male

AK-1394-10 = 6PIN <> 6PIN

AK-1394-18 = 6PIN <> 6PIN AK-1394-10 1,0m
AK-1394-30 = 6PIN <> 6PIN AK-1394-18 1,8m
AK-1394-50 = 6PIN <> 6PIN s/ AK-1394-30 3.0m
AK-1394-50 5,0m
IEEE 1394 Cable 6/4
Cable for connection of IEEE 1394 compatible devices, e.g.
video cameras, external CD/DVD drives, etc.
The maximum data transfer rate is 400 Mbps.
1394, male <> 1394, male
AK-1394-104 = 6PIN <> 4PIN R AK-1394-104 1,0m
AK-1394-184 = 6PIN <> 4PIN AK-1394-184 1,8m
AK-1394-304 = 6PIN <> 4PIN \Blsr /) AK-1394-304 3,0m
AK-1394-504 = 6PIN <> 4PIN AK-1394-504 5,0m
IEEE 1394 Cable 4/4
Cable for connection of IEEE 1394 compatible devices, e.g.
video cameras, external CD/DVD drives, etc.
The maximum data transfer rate is 400 Mbps.
1394, male <> 1394, male
AK-1394-1044 = 4PIN <> 4PIN
AK-1394-1844 = 4PIN <> 4PIN g AK-1394-1044 1.0m
AK-1394-3044 = 4PIN <> 4PIN AK-1394-1844 1,8m
AK-1394-5044 = 4PIN <> 4PIN Bl AK-1394-3044 3,0m
AK-1394-5044 5,0m
IEEE 1394 Adapter
AB-1394-1: 6-pin female <> 4-pin male
AB-1394-7: 6-pin female <> 4-pin female
.E%{v
Susy/  AB-1394-1 IEEE 1394 Adapter
AB-1394-7 IEEE 1394 Adapter
IEEE 1394 Adapter
AB-1394-4: 4-pin male <> 4-pin male
AB-1394-5: 4-pin female <> 4-pin female
E%{v
Blisrgy * AB-1394-4 IEEE 1394 Adapter
AB-1394-5 IEEE 1394 Adapter
IEEE 1394 Adapter
AB-1394-6: 6-pin male <> 6-pin male
AB-1394-2: 6-pin female <> 6-pin female
AB-1394-3: 6-pin female <> 6-pin female, crossover.
AB-1394-6 IEEE 1394 Adapter
\Blisrss %/ AB-1394-2 IEEE 1394 Adapter

AB-1394-3

IEEE 1394 Adapter




USBAISIARCIFAdd=0nCardsland/Adapiers

USB 1.1 - Fast IrDA Adapter

+ Compatible with USB specification revision 1.1.

+IrDA 1.1 and Fast IrDA compatible.

+ Maximum data transfer rate 4 Mbps.

+ USB Hot Plug and Play support.

+ Software requirements: WIN 98.SE, WIN ME, WIN 2000, WIN XP.

[DIGITUS

R

DA-70121 Digitus USB - Fast IrDA Adapter
AB IRDA USB USB - Fast I[rDA Adapter

USB 1.1 to Serial Adapter Cable

+ USB 1.1 compatible.

+ APM 1.2 compatible.

+ Maximum data transfer rate 500Kbps.

+ Supports hardware handshake.

+ Remote wake up support.

+ Connections: 1 x USB A male to DSUB 9 male, adapter DSUB 9 female to DSUB 25 male.

+ Supports the following operating systems: Windows 98, Windows ME, Windows 2000 and MAC OS 8.6.

[IDIGITUS

S

DA-70119 USB - Serial Adapter Cable

USB 1.1 Repeater Cable

*» Extends the maximum USB cable length by 5.0 m.

» Maximum of 5 repeater cables allow connection of a total cable length of 25 m.
» Compatible with USB specification revision 1.1.

» USB A male - USB A female, cable length 5 m.

» Supports USB Low Speed (1.5 Mbps) and High Speed (12 Mbps).

» USB Hot Plug and Play support.

+ Supports the following operating systems: Windows 98 SE / ME / 2000 and XP.

[IDIGITUS

S

DA-70117 USB Repeater Cable




USBHI:1FAdapters

USB 1.1 - PS/2 Adapter

+ Compatible with USB specification revision 1.1.

+ Supports PCs and SUN computers.

+ 2 x MiniDIN 6-pin female for PS2 mouse and keyboard.

+ Power supply for the connected USB devices via the port.

+ USB Hot Plug and Play support.

+ USB connector cable with USB A male.

+ Software requirements: WIN 98.SE, WIN ME, WIN 2000, WIN XP.

[DIGITUS

AR

DA-70118 USB - PS/2 Adapter

USB Printer Cable

+ Compatible with USB specification revision 1.1.
+ USB A male <> CENT 36-pin male.

+ Supports EPP / ECP and bidirectional printing.
+ Data transfer up to 1,216 Mbps in ECP mode.

A-USB-P USB Printer Cable, ATEN
A-USB-PM1 USB Printer Cable, grey

USB <~ SCSI 2 Adapter Cable

SCSI 2 adapter cable for connection of external SCSI 2 compatible devices (HDD, CD-ROM, DVD etc.) to the PC via USB. DSUB
50 HP plug for connection of the SCSI 2 devices.

+ USB 1.1 compatible.

+ Maximum data transfer rate 12 Mbps.

+ SCSI 1 and 2 compatible.

+ Connections: 1 x USB A male <> HP 50 male

+ Supports the following operating systems: Windows 98, Windows ME and Windows 2000, MAC OS 8.6.

A-USB SCSI USB <> SCS| Adapter Cable

USB Gameport Adapter

The gameport adapter makes it possible to connect a standard joystick to the USB port. The joystick is connected to the adapter
via a DSUB 15-pin socket, the adapter is then connected to the USB A socket of the PC.

+ Compatible with USB specification revision 1.1.

+ Power supply via USB bus, USB connector cable included.
+ 1xUSB Amale, 1 x DSUB 15-pin female

A-USB GAME USB Gameport Adapter
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1. Ausfiihrung
A -Bauform A
B -Bauform B

e

Bitte ,x“ durch die unten geeignete Optionen ersetzen
Please replace ,x“ with appropriate options listed below

Version
A -Type A
B -Type B

Isolierkorper
PBT, UL94V-0

Kontakte
Kupferlegierung

Strombelastbarkeit
1A

Durchschlagspannung
1000V AC ( 1min’)

Isolationswiderstand
>1000MQ2 min.

Kontaktwiderstand
<15mQ  max

Betriebstemperatur
-55°C bis +105°C

17

‘1.4

Insulator
PBT, UL94V-0

Contacts
Copper alloy

Current rating
1A

Withstanding voltage
1000V AC ( 1min’)

Insulation resistance
>1000MQ2 min.

Contact resistance
< 15mQ max

Operating temperature
-55°C to +105°C




USBHversionfAG1BEfangledSSMT;

Isolierkdrper Insulator

Nylon PAST Nylon PAST

Kontakte Contacts

Phosphorbronze, t=0.25mm Phosphorbronze, t=0.25mm
Gehéduse Shell

Messing t=0.3mm Brass t=0.3

Oberflache: Vernickelt Finish: Nickel Plated
Durchschlagspannung Withstanding voltage
500V AC ( 1min) 500V AC ( 1min )
Isolationswiderstand Insulation resistance
1000MQ2 min. 1000MQ2 min.
Nennspannung und Strom Rated voltage and current
1.5A bei 250V AC minimum 1.5A at 250V AC minimum

13.14

PCE EDGE

6.7

.58
u]

FCB EDGE oa

Bestellcode : Bitte ,x“ durch die unten geeignete Optionen ersetzen
Ordercode : Please replace ,x“ with appropriate options listed below
1.
1. Ausfiihrung Version
A -Bauform A A -Type A

B -Bauform B B -Type B




Isolierkorper Insulator

PBT PBT
Kontakte Contacts
Phosphorbronze, t=0.25mm Phosphorbronze, t=0.25mm
Gehéuse Shell
Messing t=0.3mm Brass t=0.3
Oberflache: Vernickelt Finish: Nickel Plated
Durchschlagspannung Withstanding voltage
500V AC ( 1min ) 500V AC ( 1min)
Isolationswiderstand Insulation resistance
1000MQ2 min. 1000MQ2 min.
Nennspannung und Strom Rated voltage and current
1.5A bei 250V AC minimum 1.5A at 250V AC minimum
12.0
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Bestellcode : Bitte ,x“ durch die unten geeignete Optionen ersetzen
Ordercode : Please replace ,x* with appropriate options listed below

1. Ausfiihrung Version
A -Bauform A A -Type A
B -Bauform B B -Type B




Bestellcode :

Isolierkdrper
Nylon PAST

Kontakte
Phosphorbronze, t=0.25mm

Gehause
Messing t=0.3mm
Oberflache: Vernickelt

Durchschlagspannung
500V AC

Isolationswiderstand
1000MQ2 min.

Nennspannung und Strom
1.5A bei 250V AC minimum

USB;\version|B;Top=entry SMT

Insulator
Nylon PAST

Contacts
Phosphorbronze, t=0.25mm

Shell
Brass t=0.3
Finish: Nickel Plated

Withstanding voltage
500V AC

Insulation resistance
1000MQ2 min.

Rated voltage and current
1.5A at 250V AC minimum
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Ordercode
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PCE 1.0 THICK

Isolierkorper
Nylon PAST

Kontakte
Phosphorbronze, t=0.25mm

Gehause
Messing t=0.3mm
Oberflache: Vernickelt

Durchschlagspannung
500V AC ( 1min)

Isolationswiderstand
1000MQ2 min.

Nennspannung und Strom
1.5A bei 250V AC minimum

. 2.9 _
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Insulator
Nylon PAST

Contacts
Phosphorbronze, t=0.25mm

Shell
Brass t=0.3
Finish: Nickel Plated

Withstanding voltage
500V AC ( 1min)

Insulation resistance
1000MQ2 min.

Rated voltage and current
1.5A at 250V AC minimum

. 7 ) [ S
120 ‘
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Bitte ,x“ durch die unten geeignete Optionen ersetzen
Please replace ,x“ with appropriate options listed below

orisrcoce. - | A]-|USB]-[A - x|
1.

1. Ausfiihrung Version
LP -DIP LP -DIP
LP/SMT -SMT LP/SMT -SMT




Bestellcode :
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Isolierkdrper
PBT

Kontakte
Phosphorbronze, t=0.25mm

Gehause
Messing t=0.3mm
Oberflache: Vernickelt

Durchschlagspannung
500V AC ( 1min )

Isolationswiderstand
1000MQ2 min.

Nennspannung und Strom
1.5A bei 250V AC minimum

Insulator
PBT

Contacts
Phosphorbronze, t=0.25mm

Shell
Brass t=0.3
Finish: Nickel Plated

Withstanding voltage
500V AC (1min)

Insulation resistance
1000MQ min.

Rated voltage and current
1.5A at 250V AC minimum

PCE EDSE
i

10.3 e BT o
e 13.0 ! " !2.65
e I
A NP i
r.i} & r
W Pl
T, . =2
T—-T Cﬂ_"" —
ID -
i ™
R
PN \J {(-E\
o de iy e
{ 4§23 /T \‘Jr'
BODE5

|A]-|usB|-[A|-[2P




14 947 25

| o125:02
!—-jru_'f._r_ 1|
[P
CREETED
5‘1_
|
|
=il
5 . = g s
i ¢ 1M1 5
o] O | 2 ra
usenl; |
2.010.2 s e

Bestellcode :

Ordercode

. B P 55
J-I_L- . ST
GG b | L
m iy C
3 1]
2 i e L
3 -
il |
=]
i | I
ses0as| | 'Hl l ||1| |
nzmaa |, |
2p5a0e!
e Lo D
T
e 25 | 745002

Isolierkorper
PBT

Kontakte
Phosphorbronze, t=0.25mm

Gehause
Messing t=0.3mm
Oberflache: Vernickelt

Durchschlagspannung
500V AC ( 1min)

Isolationswiderstand
1000MQ min.

Nennspannung und Strom
1.5A bei 250V AC minimum

Insulator
PBT

Contacts
Phosphorbronze, t=0.25mm

Shell
Brass t=0.3
Finish: Nickel Plated

Withstanding voltage
500V AC ( 1min)

Insulation resistance
1000MQ2 min.

Rated voltage and current
1.5A at 250V AC minimum

"CH ELEE




LP-Version

orisrcans . | A]-|USB|-|A |- |x]
1.

1. Ausfiihrung

E -Vertikal, lange Bauform
E/LP  -Vertikal, kurze Bauform

Isolierkdrper
PBT

Kontakte
Phosphorbronze, t=0.25mm

Gehause
Messing t=0.3mm
Oberflache: Vernickelt

Durchschlagspannung
500V AC ( 1min )

Isolationswiderstand
1000MQ2 min.

Nennspannung und Strom
1.5A bei 250V AC minimum

|_adn 762

E/LP

Insulator
PBT

Contacts
Phosphorbronze, t=0.25mm

Shell
Brass t=0.3
Finish: Nickel Plated

Withstanding voltage
500V AC (1min)

Insulation resistance
1000MQ min.

Rated voltage and current
1.5A at 250V AC minimum

Bitte ,x“ durch die unten geeignete Optionen ersetzen

Please replace ,x* with appropriate options listed below

Version
E -vertical, long version
E/LP  -vertical, short version
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Bestellcode :

Ordercode :

Isolierkorper
Nylon PAST

Kontakte
Phosphorbronze, t=0.25mm

Gehause
Messing t=0.3mm
Oberflache: Vernickelt

Durchschlagspannung
500V AC

Isolationswiderstand
1000MQ2 min.

Nennspannung und Strom
1.5A bei 250V AC minimum

Insulator
Nylon PAST

Contacts
Phosphorbronze, t=0.25mm

Shell
Brass t=0.3
Finish: Nickel Plated

Withstanding voltage
500V AC

Insulation resistance
1000MQ2 min.

Rated voltage and current
1.5A at 250V AC minimum
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Bestellcode :

Isolierkdrper
Nylon PAST

Kontakte
Phosphorbronze, t=0.25mm

Gehause
Messing t=0.3mm
Oberflache: Vernickelt

Durchschlagspannung
500V AC

Isolationswiderstand
1000MQ2 min.

Nennspannung und Strom
1.5A bei 250V AC minimum

|PCE EDGE

Insulator
Nylon PAST

Contacts
Phosphorbronze, t=0.25mm

Shell
Brass t=0.3
Finish: Nickel Plated

Withstanding voltage
500V AC

Insulation resistance
1000MQ min.

Rated voltage and current
1.5A at 250V AC minimum

|AJ-|UsBB|

Ordercode
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Bestellcode :
Ordercode

1. Ausfiihrung
A -Bauform A
B -Bauform B

Isolierkorper Insulator
PBT, Glasfaserverstérkt, UL94V-0 PBT, Glass fiber reinforced,
UL94V-0
Kontakte
Messing Contacts
Brass
Nennspannung
30VAC Voltage rating
30VAC
Nennstrom
1A Current rating
1A
Isolationswiderstand
1000MQ2 min. Insulation resistance
1000MQ2 min.
Kontaktwiderstand
30mQ max. Contact resistance
30mQ max.
Durchschlagspannung
750V AC Withstanding voltage
. 750V AC
Betriebstemperatur
-55°C bis +105°C Operating temperature
-55°C to +105°C
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Bitte ,x“ durch die unten geeignete Optionen ersetzen
Please replace ,x* with appropriate options listed below

Version
A -Type A
B -Type B

Hauben fiir USB-Konfektions-Version

Hoods for USB-Assembly-Type

S

Bestellcode :

Ordercode

A - USBPA - HOOD

Farbe
Transparent

Material
ABS

Colour
Transparent

Material
ABS

A - USBPB - HOOD

Type A

Type B




Horizontal

Isolierkdrper
PBT, Glasfaserverstarkt,
UL94V-0

Kontakte
Messing

Betriebstemperatur
-55°C bis + 85°C

Nennstrom
1,5A max.

Durchschlagspannung
500V AC

Isolationswiderstand
100 MQ min.

Kontaktwiderstand
Gehause: 50mQ max.
Kontakte: 30mQ max.

Betriebsspannung
40V max.

131

Insulator
PBT, glassfilled,
UL94V-0

Contacts
Brass

Operating temperature
-55°C to +85°C

Current rating
1,5A max.

Withstanding voltage
500V AC

Insulation resistance
100 MQ min.

Contact resistance
Shell:  50mQ max.
Contacts:  30mQ max.

Voltage
40V max.

ya

PCB EDGE

Vertikal

Bestellcode :
Ordercode

Ausfiihrung
E -Vertikal
S -Horizontal

Bitte ,x“ durch die unten geeignete Optionen ersetzen
Please replace ,x* with appropriate options listed below

Version
E -Vertical
S -Horizontal




VETSION

Bestellcode :

Isolierkorper
Nylon PA9T, UL94V-0

Kontakte
Phosphor Bronze

Betriebstemperatur
-55°C bis + 85°C

Nennstrom
1,5A max.

Durchschlagspannung
500V AC

Isolationswiderstand
100 MQ min.

Kontaktwiderstand
Gehéause: 50mQ max.
Kontakte: 30mQ max.

Betriebsspannung
40V max.

Insulator
Nylon PA9T, UL94V-0

Contacts
Phosphor Bronze

Operating temperature
-55°C to +85°C

Current rating
1,5A max.

Withstanding voltage
500V AC

Insulation resistance
100 MQ min.

Contact resistance
Shell:  50mQ max.
Contacts:  30mQ max.

Voltage
40V max.




|EEE1:394; forlRCBmounting'¥1805=version'ilop=Entry

Bestellcode :

Ordercode : = @ =

IEEE 1394, fur Leiterplattenmontage, 4-Polig, Mini-Ausfiihrung
IEEE 1394, for PCB mounting, 4-poles, Mini-version

Bestellcode :

Ordercode : @ . @ ’

IEEE 1394, fur Leiterplattenmontage, 4-Polig, Mini-SMD-Ausfuhrung
IEEE 1394, for PCB mounting, 4-poles, Mini-SMD-version

Bestellcode :

Ordercode : ' @ ; ;

IEEE 1394, fur Leiterplattenmontage, 4-Polig, Mini-SMD-Ausfiihrung, Low-Profile
IEEE 1394, for PCB mounting, 4-poles, Mini-SMD-version, low-Profile

Ordsrcare . | A]-[IEE|-[M4P|-|SMD| /[ LP|

Keine Lagerware Genaue Spezifikationen auf Anfrage
Non-stocked product Detailed specifications on request




Neben Standardkabeln fertigen wir Kabelkonfektionen
speziell nach Kundenspezifikation.

Ein auBerst flexibles und kostenglinstiges System von
automatischer und manueller Fertigung bietet Ihnen

«  wettbewerbsfahige Preise

+ hohe Qualitat mit 100% elektrischer Priifung und
Zertifizierung auf Wunsch

«  Bedruckung von Kabel und Steckern

Senden Sie uns lhre Anfrage.

Apart from standard cables, special cables can be
assembled upon acc. to customers specification.

An extremely flexible and cost-effective system of
automatic and manual production offers you

«  competitive pricing

* high quality with 100% electrical testing and
certificaton on request

+  printing on cables and connectors

Please send your enquiry




CAT 5e UTP Patch Cable, GREY

Unshielded CAT 5e patch cable.

4 x 2 AWG 24/7, twisted pair, 100 Ohm.
2 x RJ45 male

Boot with kink protection and strain relief. =y

Cable and boot in GREY.

A-MCUP 80005
A-MCUP 80010
A-MCUP 80020
A-MCUP 80030
A-MCUP 80050
A-MCUP 80070
A-MCUP 80100
A-MCUP 80150
A-MCUP 80200
A-MCUP 80300

CAT 5e UTP Patch Cable, RED

Unshielded CAT 5e patch cable.

4 x2 AWG 24/7, twisted pair, 100 Ohm.
2 x RJ45 male

Boot with kink protection and strain relief.

Cable and boot in RED.

A-MCUP 80005/R
A-MCUP 80010/R
A-MCUP 80020/R
A-MCUP 80030/R
A-MCUP 80050/R
A-MCUP 80070/R
A-MCUP 80100/R
A-MCUP 80150/R
A-MCUP 80200/R
A-MCUP 80300/R

CAT 5e UTP Patch Cable, BLUE

Unshielded CAT 5e patch cable.

4 x2 AWG 24/7, twisted pair, 100 Ohm.
2 x RJ45 male

Boot with kink protection and strain relief.

Cable and boot in BLUE.

A-MCUP 80005/B
A-MCUP 80010/B
A-MCUP 80020/B
A-MCUP 80030/B
A-MCUP 80050/B
A-MCUP 80070/B
A-MCUP 80100/B
A-MCUP 80150/B
A-MCUP 80200/B
A-MCUP 80300/B

CAT 5e UTP Patch Cable, YELLOW

Unshielded CAT 5e patch cable.

4 x 2 AWG 24/7, twisted pair, 100 Ohm.
2 x RJ45 male

Boot with kink protection and strain relief.

Cable and boot in YELLOW.

A-MCUP 80005/Y
A-MCUP 80010/Y
A-MCUP 80020/Y
A-MCUP 80030/Y
A-MCUP 80050/Y
A-MCUP 80070/Y
A-MCUP 80100/Y
A-MCUP 80150/
A-MCUP 80200/Y
A-MCUP 80300/Y

CAT 5e UTP Patch Cable, GREEN

Unshielded CAT 5e patch cable.

4 x 2 AWG 24/7, twisted pair, 100 Ohm.
2 x RJ45 male

Boot with kink protection and strain relief.

Cable and boot in GREEN.

A-MCUP 80005/G
A-MCUP 80010/G
A-MCUP 80020/G
A-MCUP 80030/G
A-MCUP 80050/G
A-MCUP 80070/G
A-MCUP 80100/G
A-MCUP 80150/G
A-MCUP 80200/G
A-MCUP 80300/G

CAT 5e FTP Patch Cable, GREY

Foil shielded CAT 5e patch cable.

4 x 2 AWG 26/7, twisted pair, 100 Ohm.
2 x RJ45 male

Boot with kink protection and strain relief.

Cable and boot in GREY. —

A-MCSP 80005
A-MCSP 80010
A-MCSP 80020
A-MCSP 80030
A-MCSP 80050
A-MCSP 80070
A-MCSP 80100
A-MCSP 80150
A-MCSP 80200
A-MCSP 80300

CAT 5e FTP Patch Cable, RED

Foil shielded CAT 5e patch cable.

4 x2 AWG 26/7, twisted pair, 100 Ohm.
2 x RJ45 male

Boot with kink protection and strain relief.

Cable and boot in RED.

A-MCSP 80010/R
A-MCSP 80020/R
A-MCSP 80030/R
A-MCSP 80050/R
A-MCSP 80070/R
A-MCSP 80100/R

CAT 5e FTP Patch Cable, BLUE

Foil shielded CAT 5e patch cable.

4 x 2 AWG 26/7, twisted pair, 100 Ohm.
2 x RJ45 male

Boot with kink protection and strain relief.

Cable and boot in BLUE.

A-MCSP 80010/B
A-MCSP 80020/B
A-MCSP 80030/B
A-MCSP 80050/B
A-MCSP 80070/B
A-MCSP 80100/B

0,5m
1,0m
20m
30m
50m
70m
10,0 m
150 m
20,0 m
30,0m

0,5m
1,0m
20m
3,0m
50m
70m
10,0m
15,0 m
20,0m
30,0m

0,5m
1,0m
20m
30m
50m
70m
10,0m
15,0m
20,0m
30,0m

0,5m
1,0m
20m
30m
50m
70m
10,0m
15,0m
20,0m
30,0m

0,5m
1,0m
20m
30m
50m
70m
10,0m
15,0m
20,0m
30,0m

0,5m
1.0m
20m
3,0m
50m
7.0m
10,0 m
15,0m
200m
30,0m

1,0m
20m
3,0m
50m
70m
10,0m

1,0m
20m
30m
50m
70m
10,0 mv




A-MCSP 80010/
A-MCSP 80020/Y
A-MCSP 80030/Y
A-MCSP 80050/Y
A-MCSP 80070/Y
A-MCSP 80100/

A-MCSP 80010/G
A-MCSP 80020/G
A-MCSP 80030/G
A-MCSP 80050/G
A-MCSP 80070/G
A-MCSP 80100/G

A-MCKP 80003
A-MCKP 80005
A-MCKP 80010
A-MCKP 80020
A-MCKP 80030

A-MCKP 80050
A-MCKP 80100
A-MCKP 80150
A-MCKP 80200
A-MCKP 80300

A-MCSSP 80005
A-MCSSP 80010
A-MCSSP 80020
A-MCSSP 80030
A-MCSSP 80050
A-MCSSP 80070
A-MCSSP 80100
A-MCSSP 80150
A-MCSSP 80200
A-MCSSP 80300

A-MCSSP 80010R
A-MCSSP 80020/R
A-MCSSP 80030R
A-MCSSP 80050/R
A-MCSSP 80070/R
A-MCSSP 80100/R
A-MCSSP 80150/R
A-MCSSP 80200R
A-MCSSP 80300/R

A-MCSSP 80010/B
A-MCSSP 80020/B
A-MCSSP 80030/B
A-MCSSP 80050/B
A-MCSSP 80070/B
A-MCSSP 80100/B
A-MCSSP 80150/B
A-MCSSP 80200/B
A-MCSSP 80300/B

A-MCSSP 80010/Y
A-MCSSP 80020/
A-MCSSP 80030/Y
A-MCSSP 80050/Y
A-MCSSP 80070/Y
A-MCSSP 80100/Y
A-MCSSP 80150/
A-MCSSP 80200/Y
A-MCSSP 80300/Y

GATR5elPatchi8dGrossoveriCables)

CAT 5e FTP Patch Cable, YELLOW

Foil shielded CAT 5e patch cable.
4 x2 AWG 26/7, twisted pair, 100 Ohm.

1,0m 2 x RJ45 male

2,0m Boot with kink protection and strain relief.

30m

50m Cable and boot in YELLOW.

7,0m
10,0 m

CAT 5e FTP Patch Cable, GREEN
Foil shielded CAT 5e patch cable.

1,0m 4 x 2 AWG 26/7, twisted pair, 100 Ohm.

2,0m 2 x RJ45 male ¥,

30m Boot with kink protection and strain relief. > %

50m ~

7.0m Cable and boot in GREEN. N
10,0 m

CAT 5e FTP Patch Cable, CROSSOVER
Foil shielded CAT 5e patch cable.
4 x2 x AWG 26/7, twisted pair, 100 Ohm.

03m 2 x RJ45 male, shielded. N

0:5 m Boot with kink protection and strain relief. o

1,0m &

20m Cable in GREY, boot in GREEN. 7

30m

CAT 5e FTP Patch Cable, CROSSOVER
Foil shielded CAT 5e patch cable.
4 x 2 x AWG 26/7, twisted pair, 100 Ohm.

50m 2 x RJ45 male, shielded. .
10,0m Boot with kink protection and strain relief. ’—;
150 m e
200m Cable in GREY, boot in GREEN. o
30,0m

0.5m CAT 5e SFTP Patch Cable, GREY

1,0m

20m Foi -

30m oil and braid shielded CAT 5e patch cable.

5’0 m 4 x 2 AWG 26/7, twisted pair, 100 Ohm.

7.0m 2 x RJ45 male -
10,0 m Boot with kink protection and strain relief. J’—__';.
15,0 m ;:
20,0m Cable and boot in GREY. o
30,0m

- CAT 5e SFTP Patch Cable, RED

0m

20m ) .

30m Foil and braid shielded CAT 5e patch cable.

50m 4 x 2 AWG 26/7, twisted pair, 100 Ohm.

7.0m 2 x RJ45 male Y,
10.0m Boot with kink protection and strain relief. > %
15,0m q;l"'
20,0m Cable and boot in RED. ’
30,0m

CAT 5e SFTP Patch Cable, BLUE

1,0m

%8 m Foil and braid shielded CAT 5e patch cable.

S0 4 x2 AWG 26/7, twisted pair, 100 Ohm.

7:0 = 2 x RJ45 male N
10,0 m Boot with kink protection and strain relief. >
15,0 m “3-'
20,0m Cable and boot in BLUE. :
30,0m

- CAT 5e SFTP Patch Cable, YELLOW

Om

2,0m . -

30m Foil and braid shielded CAT 5e patch cable.

5:0 m 4 x 2 AWG 26/7, twisted pair, 100 Ohm.

70m 2 x RJ45 male
10,0 m Boot with kink protection and strain relief.

15,0 m
20,0 m Cable and boot in YELLOW,
30,0m




CAT 5e SFTP Patch Cable, GREEN

Foil and braid shielded CAT 5e patch cable.
4 x 2 AWG 26/7, twisted pair, 100 Ohm.

2 x RJ45 male

Boot with kink protection and strain relief.

Cable and boot in GREEN.

A-MCSSP 80010/G
A-MCSSP 80020/G
A-MCSSP 80030/G
A-MCSSP 80050/G
A-MCSSP 80070/G
A-MCSSP 80100/G
A-MCSSP 80150/G
A-MCSSP 80200/G
A-MCSSP 80300/G

CAT 5e SFTP Patch Cable CROSSOVER

Foil and braid shielded CAT 5e patch cable.
4 x 2 AWG 26/7, twisted pair, 100 Ohm.

2 x RJ45 male

Boot with kink protection and strain relief.

Cable GREY and hood GREEN.

A-MCKSSP 80005
A-MCKSSP 80010
A-MCKSSP 80020
A-MCKSSP 80030
A-MCKSSP 80050
A-MCKSSP 80100
A-MCKSSP 80150
A-MCKSSP 80200
A-MCKSSP 80300

CAT 5e SFTP Patch Cable, GREY,
Halogen-Free

Foil and braid shielded CAT 5e patch cable.
4 x 2 x AWG 26/7, twisted pair, 100 Ohm.

2 x RJ45 male, shielded.

Boot with kink protection and strain relief.

Cable and hood in GREY.

A-MCSSHP 80005
A-MCSSHP 80010
A-MCSSHP 80020
A-MCSSHP 80030
A-MCSSHP 80050
A-MCSSHP 80070
A-MCSSHP 80100
A-MCSSHP 80200

CAT 6 UTP Patch Cable, GREY

Unshielded CAT 6 patch cable.

4 x 2 x ANG 24/7, twisted pair, 100 Ohm.
2 x RJ45 male

Boot with kink protection and strain relief.

Cable and boot in GREY.

A-MCU 60010
A-MCU 60020
A-MCU 60030
A-MCU 60050
A-MCU 60070
A-MCU 60100
A-MCU 60150
A-MCU 60200
A-MCU 60300

CAT 6 UTP Patch Cable, RED

Unshielded CAT 6 patch cable.

4 x 2 x ANG 24/7, twisted pair, 100 Ohm.
2 x RJ45 male

Boot with kink protection and strain relief.

Cable and boot in RED.

A-MCU 60005/R
A-MCU 60010/R
A-MCU 60020/R
A-MCU 60030/R
A-MCU 60050/R
A-MCU 60070/R
A-MCU 60100/R

CAT 6 UTP Patch Cable, BLUE

Unshielded CAT 6 patch cable.

4 x 2 x AWG 24/7, twisted pair, 100 Ohm.
2 x RJ45 male

Boot with kink protection and strain relief.

Cable and boot in BLUE.

A-MCU 60005/B
A-MCU 60010/B
A-MCU 60020/B
A-MCU 60030/B
A-MCU 60050/B
A-MCU 60070/B
A-MCU 60100/B

CAT 6 UTP Patch Cable, YELLOW

Unshielded CAT 6 patch cable.

4 x 2 x AWG 24/7, twisted pair, 100 Ohm.
2 x RJ45 male

Boot with kink protection and strain relief.

Cable and boot in YELLOW.

A-MCU 60005/Y
A-MCU 60010/Y
A-MCU 60020/Y
A-MCU 60030/Y
A-MCU 60050/Y
A-MCU 60070/Y
A-MCU 60100/

CAT 6 UTP Patch Cable, GREEN

Unshielded CAT 6 patch cable.

4 x 2 x AWG 24/7, twisted pair, 100 Ohm.
2 x RJ45 male

Boot with kink protection and strain relief.

Cable and boot in GREEN.

A-MCU 60005/G
A-MCU 60010/G
A-MCU 60020/G
A-MCU 60030/G
A-MCU 60050/G
A-MCU 60070/G
A-MCU 60100/G

1,0m
20m
3,0m
50m
70m
10,0 m
15,0 m
20,0 m
30,0m

0,5m
1,0m
2,0m
30m
50m
10,0 m
15,0 m
20,0m
30,0m

05m
1,0m
20m
30m
50m
70m
10,0m
20,0m

1,0m
20m
30m
50m
7.0m
10,0 m
15,0 m
20,0 m
30,0m

0,5m
1,0m
20m
3,0m
50m
70m
10,0m

0,5m
1,0m
20m
30m
50m
70m
10,0m

0,5m
1,0m
20m
30m
50m
70m
10,0 m

05m
1,0m
20m
30m
50m
7,0m
10,0m




A-MCSSP 60010
A-MCSSP 60020
A-MCSSP 60030
A-MCSSP 60050
A-MCSSP 60070
A-MCSSP 60100
A-MCSSP 60150
A-MCSSP 60200
A-MCSSP 60300

A-MCSSP 60010/R
A-MCSSP 60020/R
A-MCSSP 60030/R
A-MCSSP 60050/R
A-MCSSP 60070/R
A-MCSSP 60100/R

A-MCSSP 60010/B
A-MCSSP 60020/B
A-MCSSP 60030/B
A-MCSSP 60050/B
A-MCSSP 60070/B
A-MCSSP 60100/B

A-MCSSP 60010/Y
A-MCSSP 60020/Y
A-MCSSP 60030/Y
A-MCSSP 60050/Y
A-MCSSP 60070/Y
A-MCSSP 60100/Y

A-MCSSP 60010/G
A-MCSSP 60020/G
A-MCSSP 60030/G
A-MCSSP 60050/G
A-MCSSP 60070/G
A-MCSSP 60100/G

A-MCSSHP 60010
A-MCSSHP 60020
A-MCSSHP 60030
A-MCSSHP 60050
A-MCSSHP 60070
A-MCSSHP 60100
A-MCSSHP 60150
A-MCSSHP 60200
A-MCSSHP 60300

A-MCKSSP 60010
A-MCKSSP 60020
A-MCKSSP 60030
A-MCKSSP 60050
A-MCKSSP 60070
A-MCKSSP 60100
A-MCKSSP 60150
A-MCKSSP 60200
A-MCKSSP 60300

A-MCPITH 80010
A-MCPITH 80020
A-MCPITH 80030
A-MCPITH 80050
A-MCPITH 80070
A-MCPITH 80100
A-MCPITH 80150
A-MCPITH 80200
A-MCPITH 80300

N ——

—

CATI6{and{CATH/ARaTch&{GrossoverdCables

CAT 6 SSTP Patch Cable, GREY

1,0m
20m Pairs with foil and full braid shilding.
30m PIMF (Pairs in Metal Foil) patch cable.
50m 4x2 x AWG 26/7, twisted pair, 100 Ohm.
70m 2 x special RJ45 male, shielded.
lgg m Boot with kink protection and strain relief.
200m Cable and boot in GREY.
300m
CAT 6 SSTP Patch Cable, RED
Pairs with foil and full braid shilding.
1,0m PIMF (Pairs in Metal Foil) patch cable.
2,0m 4 x 2 xAWG 26/7, twisted pair, 100 Ohm.
30m 2 x special RJ45 male, shielded.
50m Boot with kink protection and strain relief.
70m )
10,0m Cable and boot in RED.
CAT 6 SSTP Patch Cable, BLUE
Pairs with foil and full braid shilding.
1,0m PIMF (Pairs in Metal Foil) patch cable.
20m 4 x 2 x AWG 26/7, twisted pair, 100 Ohm.
3,0m 2 x special RJ45 male, shielded.
50m Boot with kink protection and strain relief.
70m
10,0 m Cable and boot in BLUE.
CAT 6 SSTP Patch Cable, YELLOW
Pairs with foil and full braid shilding.
1,0m PIMF (Pairs in Metal Foil) patch cable.
20m 4 x2 x AWG 26/7, twisted pair, 100 Ohm.
30m 2 x special RJ45 male, shielded.
50m Boot with kink protection and strain relief.
70m
10,0 m Cable and boot in YELLOW.
CAT 6 SSTP Patch Cable, GREEN
Pairs with foil and full braid shilding.
10m PIMF (Pairs in Metal Foil) patch cable.
2’0 B 4 x 2 x AWG 26/7, twisted pair, 100 Ohm.
3’0 m 2 x special RJ45 male, shielded.
5:0 m Boot with kink protection and strain relief.
7,0
e Cable and boot in GREEN.
1.0m CAT 6 SSTP Patch Cable, GREY, Halogen-free
g’g m Pairs with foil and full braid shilding.
5’0 = PIMF (Pairs in Metal Foil) patch cable.
7’0 = 4 x2 x AWG 26/7, twisted pair, 100 Ohm.
10’0 = 2 x special RJ45 male, shielded.
15'0 m Boot with kink protection and strain relief.
20’0 m Cable in GREY.
30:0 = Halogen-free.
1,0m CAT 6 SSTP Patch Cable, CROSSOVER
2,0
3'0 m Pairs with foil and full braid shilding.
5'0 . PIMF (Pairs in Metal Foil) patch cable.
7'0 m 4 x 2 x AWG 26/7, twisted pair, 100 Ohm.
10:0 m 2 x special RJ45 male, shielded.
15,0m Boot with kink protection and strain relief.
20,0m .
30,0 m Cable GREY and boot in green.
10m CAT 7 PIMF Patch Cable, GREY, Halogen-
20m free
30m o R
50m Pairs with foil and full braid shilding.
70m PIMF (Pairs in Metal Foil) patch cable.
10,0 m 4 x 2 x AWG 26/7, twisted pair, 100 Ohm.
15,0 m 2 x special RJ45 male, shielded.
20,0 m Boot with kink protection and strain relief.
30,0 m Cable and boot in GREY.




CATESer CATE6 RawiCables

UTP Twisted Pair, CAT 5e Patch Cable

Unshielded CAT 5e patch cable.
4x2AWG 24/7

ATUP-PAT PVC, 100 m
ATUP-P305T PVC, 305 m
UTP Twisted Pair, CAT 5e Installation Cable
Unshielded CAT 5e installation cable.
4 x 2 AWG 24/1
ATUP-VAT PVC, 100 m
ATUP-V125T PVC, 125 m
ATUP-V305T PVC, 305 m
FTP Twisted Pair, CAT 5e Patch Cable
Foil shielded CAT 5e patch cable.
4 x2 AWG 26/7
ATFP-P1T PVC, 100 m
ATFP-P305T PVC, 305 m
FTP Twisted Pair, CAT 5e Installation Cable
Foil shielded CAT 5e installation cable.
4 x2 AWG 24/1
ATFP-VAT PVC, 100 m
ATFP-V305T PVC, 305 m
SFTP Twisted Pair, CAT 5e Patch Cable
Foil and braid shielded CAT 5e patch cable.
4 x 2 AWG 26/7
ATSFP-PAT PVC, 100 m
ATSFP-P305T PVC, 305 m
SFTP Twisted Pair,
CAT 5e Installation Cable
Zt;ilza;\\ev téra;i/jhielded CAT 5e installation cable. ATSEP-VAT PVC, 100 m
ATSFP-V305T PVC, 305m
ATSFP-VH1T and ATSFP-VH305T are halogen-free. ATSFP-VH1T PVC, 100 m
ATSFP-VH305T PVC, 305 m
UTP Twisted Pair, CAT 6 Patch Cable
Unshielded CAT 6 patch cable.
4 x 2 AWG 24/1
ATUG-PAT PVC, 100 m
ATU6-P305T PVC, 305 m
UTP Twisted Pair, CAT 6 Installation Cable
Unshielded CAT 6 installation cable.
4 x2 AWG 23/1
ATUG-VAT PVC, 100 m
ATU6-V305T PVC, 305 m




CATW/ARawIGables

SSTP TwistedPair, CAT 6 Patch Cable

Pair shielded, AL laminated foil, full shield CU braid, CAT 6
patch cable, halogen-free.

4 x2xAWG 26/1

ATSSP6-PH1T 100m

ATSSP6-PH305T 305 m -
SSTP Twisted Pair,
CAT 6 Installation Cable
Pair shielded, AL laminated foil, full shield CU braid, CAT 6
installation cable, halogen-free.

ATSSP6-VHIT 100m 4 x2xAWG 23/1

ATSSP6-VH305T 305m -
PIMF Twisted Pair, CAT 7 Patch Cable
Pair shielded, AL laminated foil, full shield CU braid, CAT 7
patch cable, halogen-free.
4 x2xAWG 26/1

ATP7-PH305T 305m

ATP7-PH500T 500m
PIMF Twisted Pair, CAT 7 Installation Cable
Pair shielded, AL laminated foil, full shield CU braid, CAT 7
installation cable, halogen-free.
4 x2xAWG 23/1

ATP7-VH305T 305m -

ATP7-VH5T 500m




Dimensions
No. of contacts A D
4(RJIN) 13.72 3.81
6(RJ12) 15.75 6.35
8 (RJ45) 17.78 8.89

Orisrcons . | A]-2004]-[ x
1.

1. Polzahl

0 -4 polig (RJ11)
1 -6 polig (RJ12)
2 -8 polig (RJ45)

80.90

$3.17

Gehause

Polyester, glasfaserverstarkt

Kontakte
Phosphorbronze

Kontakoberflache
6u" Gold

Betriebstemperaturbereich

-40°C bis +125°C

Stromnennbelastung

1.5A

Betriebsspannung
125V AC eff

@ IU oo
T e + | oo
2.54

8.89

-§-

Housing
Glass filled polyester

Contacts
Phosphorbronze

Contact finish
6" gold plating

Operating temperature
-40°C to +125°C

Current rating
1.5A

Voltage rating
125V AC rms

20.57

2.3

2.54 I

10.5 .89

4.00£0.51 ' 16.00

Bitte ,x“ durch die unten geeignete Option ersetzen

Please replace ,x“ with appropriate option listed below

No. of contacts

-4 poles (RJ11)
-6 poles (RJ12)
-8 poles (RJ45)

Ubersicht Seite 43
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Dimensions

No. of contacts A B C
4(RJ11) 1116 7.62 3.81
6 (RJ12) 1320 1016 6.35
8(RJ45) 1515 1143  8.89

A
- [1.02

|

|
o
l (@]

|

Bestellcode :

8.89

2.54

Gehduse
Polyester, glasfaserverstarkt

Kontakte
Phosphorbronze

Kontakoberflache
6u" Gold

Betriebstemperaturbereich
-40°C bis +125°C

Stromnennbelastung
1.5A

Betriebsspannung
125V AC eff.

!
I
c
’ 5 23.20

1
|. |

1.27

e |l

Housing
Glass filled polyester

Contacts
Phosphorbronze

Contact finish
6" gold plating

Operating temperature
-40°C to +125°C

Current rating
1.5A

Voltage rating
125V AC rms

11.65

2.54

B8.89+0.2

4.004+0.51

Bitte ,x“ durch die unten geeignete Option ersetzen

Ordercode

1. Polzahl

0 -4polig (RI)
1 6 polig (RI12)
2 -8 polig (RJ45)

A]-2004/- [ x|-LLP]

0
1
2

No. of contacts

-4 poles (RJ11)
-6 poles (RJ12)
-8 poles (RJ45)

Please replace ,x“ with appropriate option listed below




Bestellcode :

-8 polig (RJ45) Type C

Gehause Housing
Polyester, glasfaserverstarkt Glass filled polyester
Kontakte Contacts
Phosphorbronze Phosphorbronze
Kontakoberflache Contact finish
6p" Gold 6" gold plating
Betriebstemperaturbereich Operating temperature
-40°C bis +125°C -40°C to +125°C
Stromnennbelastung Current rating
1.5A 1.5A
Betriebsspannung Voltage rating
125V AC eff. 125V AC rms
BAY
21.5
n"_'!
o S
o 3
n
3.05 | { 3.05
10.9 |_8.89:0.2

Bitte ,x“ durch die unten geeignete Option ersetzen
Please replace ,x“ with appropriate option listed below

No. of contacts
2 -8 poles (RJ45) Typ C

Ubersicht Seite 43
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Modula tJacks890x8fordREBimounting¥shielded

BP

Bestellcode :

Ordercode

A|-2004]- | x |-LPS|

1. Polzahl
2 -8polig (RI45) 2

Gehéuse
Polyester, glasfaserverstarkt

Kontakte
Phosphorbronze

Kontakoberflache
6u" Gold

Betriebstemperaturbereich
-40°C bis +125°C

Stromnennbelastung
1.5A

Betriebsspannung
125V AC eff.

23.20

T

1

No. of contacts
-8 poles (RJ45)

Housing
Glass filled polyester

Contacts
Phosphorbronze

Contact finish
6" gold plating

Operating temperature
-40°C to +125°C

Current rating
1.5A

Voltage rating
125V AC rms

13.30

\
3.05 4

7.8 8.8940.2

Bitte ,x“ durch die unten geeignete Option ersetzen

Please replace ,x“ with appropriate option listed below




ModulariJacks%90=SMD=versioniwith|Board:=1focks

Gehause
Polyester, glasfaserverstarkt
UL 94V-0

Kontakte
Phosphorbronze

Kontakoberflache
6p" Gold

Betriebstemperaturbereich
-40°C bis +125°C

Stromnennbelastung
1.5A

Betriebsspannung
125V AC eff

Verpackung
Stange

Housing
Glass filled polyester
UL 94V-0

Contacts
Phosphorbronze

Contact finish
6" gold plating

Operating temperature
-40°C to +125°C

Current rating
1.5A

Voltage rating
125V AC rms

Packing
Tube

Bitte ,x“ durch die unten geeignete Option ersetzen
Please replace ,x“ with appropriate option listed below

Bestellcode :
Ordercode

A]-[2004]- | x - LPJ//SMT|

1. Polzahl No. of contacts
1 -6 polig (RJ12) 1 -6 poles (RJ12)
2 -8 polig (RJ45) 2 -8 poles (RJ45)

Ubersicht Seite 43
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Modularacks890-SMDVersion

Gehause Housing
Nylon, glasfaserverstarkt, Nylon, Glass filled,
FR52, UL 94V-0 FR52, UL 94V-0
Kontakte Contacts
Phosphorbronze Phosphorbronze
Kontakoberflache Contact finish
6" Gold 6" gold plating
Betriebstemperaturbereich Operating temperature
-40°C bis +125°C -40°C to +125°C
Stromnennbelastung Current rating
1.5A 1.5A
Betriebsspannung Voltage rating
125V AC eff 125V AC rms
Verpackung Packing
Rolle Reel
Dimensions
No. of contacts A B c D
4 (RJ1N) 1120 1480 820 3.81
6 (RJ12) 1320 1695 10.35  6.35
8 (RJ45) 1510 18.98 1238  8.89
A
8 POS
1.02 % 6 POS
4PQS
AT
] - i
= [=]
gl L ﬂ \ 8
| | — i I} 1 it
| B ] 79 | f g |/ omell - N
o
el CJ—,LD_ | ¥;
s

Bestellcode : Bitte ,x“ durch die unten geeignete Option ersetzen
Ordercode : @ = E . . . @ Please replace ,x* with appropriate option listed below
1.

1. Polzahl No. of contacts
0 -4 polig (RJ11) 0 -4 poles (RJ11)
1 -6 polig (RJ12)* 1 -6 poles (RJ12)*
2 -8 polig (RJ45)* 2 -8 poles (RJ45)*

*Standard




Dimensions
No. of contacts A B Cc
4 (RJ11) 1120  3.81 3.20
6 (RJ12) 1320  6.35 5.40
8 (RJ45) 1510  8.89 7.38
A

1.5

Griercose - | A|-[2004]-| x |-LP|-|SMD)-| B |
1.

1. Polzahl

0 -4 polig (RIT1)
1 -6 polig (RJ12)*
2 -8 polig (RJ45)*

Gehéuse
Nylon, glasfaserverstarkt,
FR52, UL 94V-0

Kontakte
Phosphorbronze

Kontakoberflache
6u" Gold

Betriebstemperaturbereich
-40°C bis +125°C

Stromnennbelastung
1.5A

Betriebsspannung
125V AC eff

Verpackung
Rolle

—

]
3
L

Housing
Nylon, Glass filled,
FR52, UL 94V-0

Contacts
Phosphorbronze

Contact finish
6" gold plating

Operating temperature
-40°C to +125°C

Current rating
1.5A

Voltage rating
125V AC rms

Packing
Reel

No. of contacts

0 -4 poles (RJ11)
1 -6 poles (RJ12)*
2 -8 poles (RJ45)*

Ubersicht Seite 43
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Bitte ,x“ durch die unten geeignete Option ersetzen

Please replace ,x“ with appropriate option listed below

*Standard




Dimensions

No. of contacts

A B c

4(RJ11) 13.97 1143 762
6 (RJ12) 16.00 1346  10.16
8(RJ45) 17.84 1536 11.43

Bestellcode :

Ordercode

Al-2014)- x|

Polzahl

0 -4 polig (RJ11)
1 -6 polig (RJ12)
2 -8 polig (RJ45)

15.88

Y

Gehéuse
Polyester, glasfaserverstarkt

Kontakte
Phosphorbronze

Kontakoberflache
6u" Gold

Betriebstemperaturbereich
-40°C bis +125°C

Stromnennbelastung
1.5A

Betriebsspannung
125V AC eff

1.27

>

hd koo
@ &0
2 b, s =]
!
=+| o
g1
2]
C

16.38 ,

. 3.5040.51

Housing
Glass filled polyester

Contacts
Phosphorbronze

Contact finish
6" gold plating

Operating temperature
-40°C to +125°C

Current rating
1.5A

Voltage rating
125V AC rms

A MM AL LA

Bitte ,x“ durch die unten geeignete Option ersetzen

Please replace ,x* with appropriate option listed below

No. of contacts

0 -4 poles (RJ11)
1 -6 poles (RJ12)
2 -8 poles (RJ45)




Gehause
Polyester, glasfaserverstarkt,
UL94V-0, Schwarz

Kontakte
Phosphorbronze

Kontaktoberflache
6p“ Gold

Betriebstemperaturbereich
-40°C bis +125°C

Strombelastbarkeit
1.5A

3.70

................ = F===== L ===
'.
== | '
= i i
g 19 |
i
L} ! 3\
m 7 & Urrrrrrm U
\l‘qw ! o [ | |
| ! fsel] l T
350 | | 11.43
2751 | 12,54
8.89
8.89
8-20.90 127
24}1|5 _sé_ 16.30
\}# : 2-@1.60 e
ucsoa. 1 5‘#—&5% I 123;[55?3 I
To : SR [
i @ I 00 1 L | g
| b I )
Al_14 || | , 1|
2:03.25 15.65 S

Bestellcode :
Ordercode

Housing
Polyester, glass filled,
UL94V-0, Black

Contacts
Phosphor bronze

Contact finish
6" gold

Operating temperature
-40°C to +125°C

Current rating
1.5A

Bitte ,x“ durch die unten geeignete Option ersetzen
Please replace ,x“ with appropriate option listed below

1. Polzahl
2 -8 polig (RJ45)

No. of contacts

2 -8poles (RU45)
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Gehause Housing
Polyester, glasfaserverstarkt Glass filled polyester
UL 94V-0 UL 94V-0
Kontakte Contacts
Phosphorbronze Phosphorbronze
Kontakoberflache Contact finish
6u" Gold 6" gold plating
Betriebstemperaturbereich Operating temperature
-40°C bis +125°C -40°C to +125°C
Stromnennbelastung Current rating
1.5A 1.5A
Betriebsspannung Voltage rating
125V AC eff. 125V AC rms
13.00
N}
R
Dimensions I —
No. of contacts A B == - [
6 (RJ12) 13.20 6.35 },_l{_ _—b_l:
8 (RJ45) 15.24 8.89 i e
| EPRa ASECR | K 1
| |
—
0101
0.840.05 1.27
B
= A
: 12.2
16.1
& i
o Il
2_J_L ___M | 27
B

Bestellcode :

Bitte ,x“ durch die unten geeignete Option ersetzen
Ordercode

Please replace ,x* with appropriate option listed below

A]-2014]-[x]-§8

1. Polzahl No. of contacts
1 -6 polig (RI12) 1 -6poles (R12)
2 -8 polig (RJ45) 2 -8 poles (RJ45)




Auler den auf den vorhergehenden Seiten gezeigten
Standardtypen kénnen wir lhnen eine grofe Anzahl
unterschiedlichster Versionen anbieten.

Als bedeutender Lieferant der Telekommunikations-
industrie konnen wir lhre technischen Probleme durch
kundenspezifische Produkte losen.

Um Ihnen zu helfen, die richtige Type und Ausflihrung zu
finden, nutzen Sie bitte den Bestellschlissel auf Seite 93.
Bitte geben Sie bei Ihrer Anfrage mdglichst alle
Optionen und eine Stuckzahl an, damit Sie ein umfas-
sendes und promptes Angebot zu Ihrem Wunschtypen
erhalten.

Produktbeispiele:
Product Examples:

In addition to the standard types shown on the previous
pages we can offer a large number of different versi-
ons.

Being an important supplier to the telecommunication
industry we can solve your technical problems through
a custom designed product solution.

In order to help you to find the right type and design,
please use the ordercode on page 93. Please mention
in your inquiry as much as possible incl. quantity and you
will recive a complete and prompt quotation according to
the requested type.




N

Modulaackse Overvie_w_

1. Ports Ports
1-8 1-8
2. Positionen pro Port Positions per port
4 4 4 4
6 -6 6 -6
8 -8 8 -8
0 -10 0 -10
3. Anzahl der Kontakte No. of contacts
2 2 2 2
4 4 4 4
6 -6 6 -6
8 -8 8 -8
0 -10 0 -10
4. Steckrichtung Plug direction
0  -seitlich gesteckt (90°) 0  -side entry (90°)
1 -von oben gesteckt (180°) 1 -top entry (180°)
2 -von unten gesteckt (-180°) 2 -bottom entry (-180°)
5. Panel stop panelstop
0  -ohne Flansch 0  -without flange
1 -mit Flansch 1 -with flange
6. Schirmung Shielding
0  -ungeschirmt 0  -not shielded
1 -geschirmt 1 -shielded
2 -teilgeschirmt 2 -partial shielded
7. Lotverfahren Solder type
0  -Tauchlot 0  -Dip solder
1 -SMD 1 -SMT
8. Goldauflage Gold plating
1 _6“" 1 -6“"
2 15" 2 -15u"
3 -30u" 3 -30u"
9. Ausfiihrung Version
1 -Invers 1 -Invers
0  -Normal 0  -Normal
10. 0  -Symetrisch 0  -Symetric

1 -DEC-Version

1 -DEC-version

Bitte ,x“ durch die oben geeignete Option ersetzen -

1. 2. 3.

4.

5.

Please replace ,x“ with appropriate option listed above

6. 7. 8. 9.

AJ-M-[x]-[x |- x |- x |- x ][ x J- [ x J- [ x |- [ x]- [ x]

10.




Bestellcode :
Ordercode

A]-MO|-[x]-[x]

Diese Modularstecker sind ge-
eignet fir schnelle und einfache

Selbstmontage.
Verfliigbare Ausfiihrungen:
+ Stecker fiir Rundkabel

+ Stecker fiir Flachbabel
(D-form)

These plugs are suitable for quick
and simple connecting.

Available versions:
* Plugs for roundcable

* Plugs for flatcable
(D-form)

Bitte ,x“ durch die unten geeignete Option ersetzen
Please replace ,x“ with appropriate option listed below

1. Polzahl No. of contacts
4/4 4/4
6/4 6/4
6/6 6/6
8/8 8/8
Ausfiihrung Version

2. SF -Flachkabel SF -Flatcable
SR -Rundkabel SR -Roundcable
SFS  -mit Schirmung SFS  -with shield

(nur 6/6838/8) (only 6/6&8/8)

DEC-Einbaubuchsen und Stecker nur DEC-Jacks and plugs only
auf Anfrage on request

Knickschutzhiillen fiir 8P8C Modularstecker
Cable boots for 8P8C Modular Plugs

Bestellcode :
Ordercode

1 Farbe
R -Rot
G -Griin
B -Blau
Y -Gelb
E -Grau
- -Schwarz

Diese Knickschutzhiillen fiir 8P8C
Modularstecker, sind geeignet
fur geschirmte und ungeschirmte
Modualrstecker.

Nicht fiir Hirose-Typ!

These cable boots for 8P8C
modular plugs, are suitable for
shielded and non-shielded modu-
lar plugs.

Not for Hirose-Type!

Bitte ,x“ durch die unten geeignete Option ersetzen
Please replace ,x“ with appropriate option listed below

1.
Colour
R -red
G -green
B -blue
Y -yellow
E -grey

-black

Kundenspezifische Kabelkonfektion auf Anfrage!

Customer designed cable assemblies on request!




Merkmale:

+ Modularkabel ungeschirmt

+ AWG 26, mit 4, 6 oder 8
Adern

+100m per Rolle

+ Farbe : Schwarz mit farbig
kodierten Leitungen

Features:

+ Modular cable unshielded

+ AWG 26, with 4, 6 or 8 wires

+100m per reel

+ Colour : Black with colour
coded wires

Bestellcode :
Ordercode

Bitte ,x“ durch die unten geeignete Option ersetzen
Please replace ,x“ with appropriate option listed below

1. Anzahl der Leitungen
01 -4 adrig
02 -6 adrig
03 -8 adrig

No. of wires

01 -4 wires
02 -6 wires
03 -8 wires

Andere Lange per Rolle, Ausfiihrungen und
Farben auf Anfrage

Other length per reel, versions and colours on

request




CablejAssemblies

Neben Standardkabeln fertigen wir Kabelkonfektionen
speziell nach Kundenspezifikation.

Ein auRerst flexibles und kostenglinstiges System von
automatischer und manueller Fertigung bietet lhnen

«  wettbewerbsfahige Preise

+ hohe Qualitat mit 100% elektrischer Priifung und
Zertifizierung auf Wunsch

+  Bedruckung von Kabel und Steckern

Senden Sie uns lhre Anfrage.

Apart from standard cables, special cables can be
assembled upon acc. to customers specification.

An extremely flexible and cost-effective system of
automatic and manual production offers you

«  competitive pricing

+ high quality with 100% electrical testing and
certificaton on request

*+  printing on cables and connectors

Please send your enquiry

'
!
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ModulaGonnegtorsfandfAdapters|

Modular Plugs for Round Cable
Various versions, shielded and unshielded types available.

A-MO 4/4 SR RJ-11 4P4C, Unshielded
A-MO 6/4 SR RJ-12 6P4C, Unshielded
A-MO 8/8 SR RJ-45 8P8C, Unshielded
A-MO 8/8 SRS RJ-45 8P8C, Shielded, CAT5e

“Hirose” Quality Plug
Fully shielded with strain relief and kink protection boot (black),
suitable for CAT 5e.

A-MO 8/8 HRS CAT 5e, incl. Comb and Boot

CAT 6 Modular Plugs for Round Cable

+ UL certified, tested according to LINK Performance class D.
+ Up to 300 MHz, shielded and unshielded types available.

« Incl. hood color gray, suitable for CAT 6.

A-MO6 8/8 SR 8P8C, Unshielded
A-MO6 8/8 SRS 8P8C, Shielded

CAT 6 Modular Couplers

+ 2 x RJ-45 female.

+ Shilded version.

« Tested according to LINK Performance class D, cable length max. 2 x 30m.

AT-AG6 8/8 8P8C, CAT 6
AT-AG6 8/8CROSS 8P8C, CAT 6, Crossover

Modular Plugs for Flat Cable
Various designs, shielded and unshielded types available.

A-MO 4/4 SF RJ-11 4PAC, Unshielded
A-MO 6/4 SF RJ-12 6P4C, Unshielded
A-MO 6/6 SF RJ-12 6P6C, Unshielded
A-MO 8/8 SF RJ-45 8P8C, Unshielded
A-MO 8/8 SFS RJ-45 8P8C, Shielded, CATSe

CAT 6 ,,Hirose“ Modular Plug

+ Fully shielded with strain relief and kink protection boot (black).
+ UL certified, tested according to LINK Performance class D.

+ Up to 300 MHz, suitable for CAT 6.

A-MO6 8/8 HRS CAT 6, incl. Comb and Boot

Modular Coupler
2 x RJ female, assignment 1:1, unshielded and shielded CAT 5e,
and “Crossover”.

sy
AT-A 6/6 6P6C
AT-A 8/8 8P8C
AT-AG 8/8 8P8C, CAT 5e
AT-AA 6/6 6P6C, Crossover
AT-AG 8/8CROSS 8P8C, CAT 5e, Crossover

Modular Couplers, Shielded
Three RJ45 female, 8P8C, CAT 5e, available in unshielded and double shielded
Versions.

AT-AG 2x3/8 3 x RJ45 Female, Double Shielded
AT-AT 8/8 3 x RJ45 Female, Unshielded




LSA+ Connection Box, CAT 5e
Connection box in metal plastic case for connection of twisted pair cables. The
connection will be made via LSA*+ strips. Integrated strain relief.

AT-ALSA-M Connection Box,CAT 5e, metal

CAT 6 Keystone Jack, Unshielded & Shielded
Tested according to LINK Performance class D, up to 300 MHz, UL certified, for patch
panel snap-in mount.

AT-AG KEY6-U RJ45 to LSA+ Strip, unshielded
AT-AG KEY6-FS RJ45 to LSA+ Strip, shielded

CAT 5e Patch Cable Adapters, Shielded
AT-AG Cx2 assignment:

CAT 5e, 1:1 assigned.

AT-AG Cx2 NEW assignment:

CAT be, 1-1, 2-2, 3-3, 4-1, 5-2, 6-6, 7-3, 8-6

AT-AG Cx2 2 x RJ45 female
AT-AG Cx2NEW 2 x RJ45 female

DSUB < RJ45 Modular Adapter, Shielded
RJ45 female <> DSUB 9 or DSUB 25, shielded boots, with thumb screws,
9-wire (8 x connection, 1 x shielding).

AT-23256-9 DSUB9 Male <> RJ45
AT-23257-9 DSUB 9 Female <> RJ45

Keystone Jack, Shielded
RJ 45 female for patch panel installation, CAT 5e, to RJ45 female or for cable
connection via LSA+ strips with strain relief.

AT-AG KEY RJ45 to LSA+ Strip, CAT 5e
AT-AG PAN 2 xRJ45 Female, CAT be

LSA+ Connection Box, CAT 6
Connection box in metal case for connection of twisted pair cables. The connection
will be made via LSA+ strips. Integrated strain relief.

AT-ALSA6-M Connection Box,CAT 6, metal

9-Pin DSUB Modular Adapter
Free selctable assignment, RJ <> DSUB, PVC housing, color beige.

AT-23065 DSUB 9 Female <> RJ12
AT-23066 DSUB 9 Male <> RJ45
AT-23067 DSUB 9 Female <> RJ45

25-Pin DSUB Modular Adapter
Free selctable assignment, RJ <> DSUB, PVC housing, color beige.

AT-23054 DSUB 25 Male <> RJ45
AT-23055 DSUB 25 Female <> RJ45




LSA+ Punch Down Tool

Punch down tool for’Krone” LSA+ strips, cable insulation and cutting of the extending

cable ends. Pressure adjustable.

A-LSA-K Krone LSA+ Punch Down Tool
A-LSA-NEW1 LSA+ Punch Down Tool

MULTI Modular Crimping Tool, Solid Metal

MULTI crimping tool incl. cable cutter and insulation stripper. Crimps 8P8C-RJ45;
6P6C-RJ12; 6P4C-RJ11; 4P4C; 4P2C; & 6P6C-DEC; and shielded 8P8C-RJ45,
modular plugs.

A-SK MMI MULTI Modular Crimping Tool

PREMIUM Modular Crimping Tool

Installation tool for modular plugs and for stripping insulation and cutting the cable.

Robust metal design.

A-SK 314l Crimping Tool for 4P4AC and 6P4C
A-SK 315l Crimping Tool for 6P4C and 8P8C

Crimping Tool For Coaxial Plugs
For BNC, TNC, UHF, N, Twinax contacts, RG58, RG62, etc.
Inner wire @ 0.3 - 0.7 mm / outer @ 5 - 5.15 mm.

A-SK10 Crimping Tool for Coaxial Plugs

High quality pressing tool for “Type 110” terminal blocks and Keystone jacks.

A-LSA Terminal Block Pressing Tool

Modular Crimping Tool
Installation tool for modular plugs and for cutting and stripping cable insulation.

A-SK 311l Modular Crimping Tool for 6P4C and 6P6C
A-SK 312| Modular Crimping Tool for 8P8C

Modular Crimping Tool for “Hirose” Plugs
Contacts, strain relief and latches are crimped in one step.

A-SK HRS Crimping Tool for “Hirose” Plugs

Modular Tool Set in Case

Consists of A-SK MM (multi modular crimping tool) and A-SK 50 (stripper) together
with a plastic case with compartments
for 20 x 8P8C plugs, 20 x 6P6C and
40 x 4P4C (unshielded plugs
included).

A-SK KIT1 Modular Tool Set




Network{andiCablesTesters

Modular Cable Tester, RJ45 & BNC

+ Test function for cables with RJ45, RJ12, RJ11 male plugs.

+ Tests: continuity, assignment, pairing and shielding.

* Line / voltage detection.

+ Main device with 2 x RJ45, 1 x BNC female, remote unit with 1 x RJ45, female.
+ Even already laid cable can be tested with the remote unit.

+ Various LEDs for status display, operates with 9 Volt block battery.

* Includes synthetic leather carry case.

ACT-LAN-CT Modular Cable Tester, RJ45 & BNC

Network Cable Tester, RJ45 & BNC

« Test function for cable with RJ45/11 UTP/STP and BNC male plugs, patch panels and modular wall Outlets.
+ Coaxial cable test with BNC adapter.

* Manual or automatic testing.

« Tests: continuity, assignment, shielding and pairing as per EIA/TIA 356A / 568A / 568B / Token Ring.

+» Main device with 2 x RJ45 female, remote unit with 1 x RJ45 female.

+ Even already laid cable can be tested with the remote unit.

* Includes carry case and BNC adapter.

ACT-LAN-PRO Network Cable Tester, RJ45 & BNC

Premium Network Cable Tester, RJ45, BNC

+ Backlit LCD display.

+ 2 X RJ45 connections

+ Remote unit with 1 x RJ45 connection.

* Preset test modes for 10(100)Base-T, Token Ring, TP-PMD, AT&T 258A, EIA/TIA-568A/B USOC, 10Base-2 (BNC).
+ 4 additional user test modes can be configured.

+ Tests assignment, pairs, connection and shielding.

+ Terminator loopback test, cable testing with up to 16 remote units.

+ Automatic cable identification.

« Delivery includes 2 RJ45 / BNC adapters, 30 cm patch cable and storage bag.

ACT-LCS-400 Premium Network Cable Tester
ACT-TERM4004 Set, 3 Remote Module (ID2-4)
ACT-TERM4008 Set, 4 Remote Module (ID5-8)

Calbte Testor |

mamwarwarsar

DIGITUS Network and Communication Cable Tester, RJ45 and BNC

« Test function for cables with RJ45, RJ12, RJ11 and BNC male plugs.
+ Auto-scan and step by step testing.
+ Test motes:
loop-back: for testing and loalising of already laid network or communication cables.
continuity: for continuity testing of network and communication cables.
open: for localising of disconnected single wires.
shorts: locating of short-circuited single wires.
miss-wire: identification of non-conform wire assignment.
pin to pin configuration: assignment testing.
* Main device with 2 x RJ45 female, remote unit with 1 x RJ45 female.
« Various LEDs for status display, operation wi