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SEE PART NUMBER CODING.
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NOTES:
  1.  INSULATOR MATERIAL: NYLON 9T, UL 94V-0, COLOR: BLACK
  2.  CONTACT MATERIAL: PHOSPHOR BRONZE
  3.  CONTACT PLATING: .000030" ~ .000050" NICKEL UNDERPLATE,
                                     GOLD FLASH OVERALL
  4.  CURRENT RATING: 2 AMPS
  5.  INSULATOR RESISTANCE: 5000 MEGOHMS MIN
  6.  CONTACT RESISTANCE: 20 MILLIOHMS MAX
  7.  DIELECTRIC WITHSTANDING:  500 VAC
  8.  OPERATING TEMPERATURE: -40°C TO +105°C
  9.  PROCESSING TEMP.: 230° C MAX. FOR 60 SECONDS
                                    (260° C MAX. FOR 10 SECONDS)
10. FOR TOP/BOTTOM ENTRY
11. CONSULT FACTORY FOR THE MATE IF BEING USED AS BOTTOM ENTRY

REVISIONS

REV. ECO. NO DESCRIPTION DATE BY

A 2399 INITIAL RELEASE 07/20/2011 GC

B 3024 UPGRADE INSULATOR MATERIAL TO NYLON 9T 
(WAS NYLON 6T) 08/04/2014 LH
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES [MM]

TOLERANCES: 

ANGULAR:  

DECIMALS   
.XX=  .012 [.3]

.XXX=  .008 [.20]
.XXXX=  .0040 [.100]
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